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Conductor material: oxygen-free copper (OFC) 
Kleuren: OEM&ODM
Insulation material: kruisgebonden poly-ethyleen (xlpe)
High and low temperature resistance: -�� ℃ ~ + �� ℃（��℃）

The cable is used in electric transmission and distrbution system 
operating at rated voltage of �.�/�,�.�/�,�.�/�,
�/��,�.�/��,��/��,��/��,��/��,��/��KV.

Product Description/产品描述
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APPLICATIONS

Fillers

Armoured 
steel tape

XLPE Insulation

XLPE Insulation
sheath

Insulation Screening

PE Cores sheath

Conductor Screening

Conductor

Xlpe insulated electric cables

Model Name

YJV
YJILV

YJY
YJLY

YJV  

YJLV  

YJV    

YJLV  

Cu and Al conductor,XLPE insulated,PVC sheathed electric cable

Cu and Al conductor,XLPE insulated,PE sheathed electric cable

Cu and Al conductor,XLPEinsulated,steel tape armourd,PVC sheathed electric cable

Cu and Al conductor,XLPE insulated,steel wire armourd,PVC or PE sheathed electric 
cable
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₂₂ ₂₃

₃₂
₃₂

42 43

33 42 43

Civil Household Wires

Photovoltaic cable  

Communication Cables 
Control Cables  

Power Cables
Specialty Cables 

Other Cables

Xi jiang  Yue   Cable


